
APPLIED PHYSICS LETTERS VOLUME 77, NUMBER 10 4 SEPTEMBER 2000
Determination of average demagnetizing fields in longitudinal magnetic
recording using nanosecond field pulses

A. Mosera) and D. Weller
IBM Almaden Research Center, 650 Harry Road, San Jose, California 95120

N. D. Rizzo and T. J. Silva
National Institute of Standards and Technology, Electromagnetic Technology Division, 325 Broadway,
Boulder, Colorado 80303

~Received 16 May 2000; accepted for publication 10 July 2000!

The demagnetizing field across bit transitions in longitudinal recording media is measured
quantitatively as a function of linear density using a quasi static write/read tester. Bit transitions with
varying linear densities in the range 500–6000 flux changes per mm are recorded on CoCr10Ta4

media films. The media are deposited onto a coplanar waveguide structure, which is used to generate
reversal field pulses of well-defined amplitude and 10 ns width to minimize thermally activated
processes. The demagnetizing field is extracted from the measured reversal field, which is the sum
of the external waveguide field and the internal, density-dependent demagnetizing field. The
experimental results are qualitatively consistent with those predicted by a simple magnetostatic
model that assumes finite transition widths. ©2000 American Institute of Physics.
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In extremely high-density magnetic recording, line
transition densities may soon exceed 28 000 fc/mm~flux
changes per mm!.1,2 The demagnetizing fields across writte
bit transitions may considerably reduce the energy barrier
magnetization reversal at such densities and thereby incr
the sensitivity to thermally activated reversal processes. A
consequence, read-back signal decay as well as trans
broadening and percolation may occur, which will ultimate
limit the achievable areal density in longitudinal magne
recording. Direct, quantitative measurements of the dem
netizing fields across bit transitions are difficult, and es
mates of their magnitude, so far, have relied mainly on t
oretical models.3 First qualitative experiments wer
performed by Indecket al. using a spin stand.4 In this letter
we report an experimental method to quantify average
magnetizing fields across bit transitions, by exploiting t
linear resolution of a conventional magnetoresistive~MR!
read sensor to measure switching fields of media depos
onto a coplanar waveguide.

For infinitely sharp transitions andd!B, whered is the
media thickness andB is the transition spacing, the dema
netizing fieldHd in the center of the bit cell is proportional t
the transition densityD5B21. In most cases, the track widt
is larger thanB andHd may be approximated by2

Hd~D !'kMrdD. ~1!

Mrd is the remanent areal moment density. The prefactok
is 4/p for the case of an isolated di-bit2 and becomes 1 for a
square-wave pattern, which is studied here.5 Equation~1! is
expected to be valid for infinitely sharp transitions, in whi
the finite transition width, characterized by a transition wid
parameter3 a, can be ignored. For densities approaching

a!Electronic mail: amoser@almaden.ibm.com
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percolation density6 D} 1/pa, deviations from the linear de
pendence are expected and the finite width ofa has to be
incorporated explicitly into the calculations.

In the present experiments we study magnetic record
media deposited onto coplanar waveguides. Similar str
tures have been investigated before using the magn
optical Kerr effect~MOKE!.7 The ‘‘uniform’’ magnetization
in the presence of short magnetic-field pulses, generate
the waveguide, was detected by Rizzo, Silva, and Ko7

Here, we additionally modulate the magnetization by reco
ing bit transition across the waveguide, using a quasist
write/read tester. The signal amplitude is then monitored a
function of the reverse field by operating this instrument a
scanning magnetoresistive microscope.8,9 An effective coer-
civity, determined by the sum of the internal demagnetiz
field and the externally applied reverse field, is extracted
compared with respective MOKE measurements. This pro
dure allows quantitative determination of the demagnetiz
field as a function of linear density.

The quasistatic write/read tester has been descr
before.9 It uses a merged write/read head placed in phys
contact with the sample. Precise and repeatable positionin
accomplished with a 100mm3100mm piezoelectricx–y
stage with a capacitive feedback loop, allowing arbitrary
patterns to be written. Furthermore, the read portion of
head is used to generate two-dimensional maps of the m
netic stray field patterns of recorded bit transitions.8,9 Sample
heating and high-bandwidth write driver capabilities ha
recently been exploited to measure field pulse width dep
dent coercivities over a wide range of parameters, allow
the characterization of thermal stability limits in magne
recording media.5,6,10 In the present experiments, a conve
tional longitudinal MR head with a write gap of 250 nm an
a track width of 2.45mm is used.

The sample is a 25-nm-thick CoCr10Ta4 thin film on a
25-nm-thick Cr underlayer sputtered onto a coplanar wa
5 © 2000 American Institute of Physics
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guide, which has been patterned from a gold layer on
alumina substrate as illustrated in Fig. 1. The wavegu
consists of a central conductor of'10.6mm width, which is
referred to as the center guide, and two ground planes w
are separated by a small gap from the center guide. Lau
ing a current pulse through the waveguide results in a c
acteristic magnetic-field pulse which is described by
well-known Karlqvist equations, in which the write gap
replaced by the width of the center guide.11 The present
waveguide has an impedance ofZ'60V, a bandwidth of
;10 GHz ~3 dB point!,11 and is driven by a pulse generat
with 200 V maximal amplitude and a rise time of 2 ns.
dielectric layer between the gold and the magnetic lay
prevents voltage breakdown. The magnetic CoCr10Ta4 layer
has a remanent coercivity ofHCR580 kA/m ~1040 Oe, mea-
sured at'1 s pulse width! and an areal moment density o
Mrd512 mA (1.2 memu/cm2).

Pulse width dependent coercivity measurements w
performed employing the quasistatic write/read tes
method described before.5,10 In this method, the dc-
magnetized media is exposed to reversed magnetic-
pulses of different widths and amplitudes from the wr
head. Note that the demagnetizing fields in the resulting
bits reduce the effective magnetic-field pulse amplitude10

Using the corrected magnetic-field amplitudes, a stability
tio KuVm /kBT5345 and an intrinsic switching field ofH0

598 kA/m ~1230 Oe! was determined. Here,Ku is the
uniaxial magnetic anisotropy constant andVm reflects a me-
dian switching volume of the CoCr10Ta4 media. The stability
ratio is 2–3 times larger than in modern longitudinal reco
ing media, which is attributed to the relatively large thic
ness and to incomplete grain isolation in these low coerci
media films. The intrinsic or short time switching fie
agrees well with that directly measured using the copla
waveguide and MOKE detection, to be discussed below.

To determine the average demagnetizing field in a
cell, the difference of the signal amplitude of written b
tracksDA is analyzed as a function of the applied magne
field pulse amplitudeH yielding DA vs H curves. Here, the
signal amplitudeA is defined as the peak value of the pow
spectrum of the signal at the fundamental frequency. F
;10-mm-long tracks are written into the media across
full width of the center guide using the write element of t
head. Then, the read-back signalS0 of these tracks is ac
quired with the MR element and the amplitudeA0 is ex-
tracted. An example of such a measurement atD
51000 fc/mm linear density (B51 mm transition spacing! is
shown in Fig. 2~a! (S0 , solid line!. Each valley and each

FIG. 1. Perspective view of the coplanar waveguide with the magn
layer. The white areas are the gold layer patterned onto an alumina
strate. In order to increase the current density and, therefore, the max
available magnetic field, the center guide is narrowed down to 10.6mm in
the area where the tracks are written prior to the application of the magn
field pulses.
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peak correspond to an individual bit transition. The reduct
in read-back signal at the edges of the center guide is at
uted to a slightly larger distance between the read elem
and the film surface at those locations, caused by an une
topography near the gaps between the center guide and
ground planes~see Fig. 1!. After exposure to a 10-ns-long
magnetic-field pulse with an amplitude of 97 kA/m~1210
Oe!, the read-back signal is reexamined@SH , dotted line in
Fig. 2~a!# and the amplitudeAH after the H pulse is deter-
mined. Clearly, a reduction of the signal is observed wh
the transition positions are preserved. Note that at these s
time scales~10 ns!, the effect of thermal activation process
is minimized and nucleation of the reversal process occ
only in those regions where the total magnetic reversal fi
exceeds the local switching field.

Figure 2~b! shows the difference signalDS5S02SH .
The amplitude of the in-plane component of the wavegu
field, as calculated using Karlqvist’s equations, is also sho
~dotted line!. It is largest in the middle of the center guid
and decays toward the edges. We confine the analysis to
homogeneous portion in the center of the waveguide, wh
the field variation is less than 5%.

Remanence loopsDA vs H are acquired for a given
pulse duration by monitoring the difference signal amplitu
DA5A02AH as a function of the magnetic field supplied b
the waveguide. Figure 3 shows the normalized amplitu
difference, 122DA/A0 , as a function ofH for different lin-
ear densities and a pulse duration of 10 ns. We define
magnetic fieldHCR* required to achieveDA5A0/2 as the
density-dependent effective remanent coercivity. At lo

ic
b-
al

ic-

FIG. 2. ~a! Read-back signal of a track with a linear density of 1000 fc/m
before(S0 , solid line! andafter (SH , dotted line! applying a magnetic-field
pulseH from the waveguide.~b! Difference of the read-back signals~solid
line! in ~a! and the magnetic-field amplitude calculated from the Karlqv
equations~dotted line!.
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transition densities~500 fc/mm!, HCR* agrees well with the
MOKE measurements ofHCR594 kA/m ~1180 Oe!.7,12 At
higher densities, the effective remanent coercivityHCR* is
reduced by the additional, density-dependent demagneti
field Hd(D) according to the relationHCR* (D)5HCR

2Hd(D).
The effective remanent coercivity is plotted as a funct

of the linear densityD in Fig. 4. HCR* decreases roughly
linearly with D for low transition densities. Beyond
'3000 fc/mm, no further decrease ofHCR* is observed. We
can, therefore, writeHCR* 5sD1HCR at low linear densities
D,Ds andHCR* 5sDs1HCR5constant otherwise, whereDs

is the position of a shoulder, above whichHCR* is constant. A
least-squares fit of this function to the experimentalHCR* data
yields an offset ofHCR(t510 ns)59861.6 kA/m (1224
620 Oe), a slope ofs524.460.8 mA @(25.561.0)
31023 Oe cm#, and a shoulder atDs529406370 fc/mm.
Note that the present fit is about 3.5 times better tha
simple linear fit without a shoulder.

FIG. 3. Remanent normalized difference signalDA vs H loops as a function
of the linear transition density~magnetic-field range21800 to2400 Oe!.
For higher linear densities the loops shift to lower fields as a result of
increasing demagnetization field. The arrow points to the fitted intrin
switching fieldH0 from the dynamic coercivity measurements.

FIG. 4. Remanent coercivityHCR* as a function of the linear density,D
~remanent coercivity range 1025–1225 Oe!. The dashed line is a fit to the
experimentalHCR* data using infinitely sharp transitions. The dotted li
represents the demagnetization field averaged across the bit cell us
finite transition parameter a574 nm ~percolation density 1/pa
.4300 fc/mm!.
ng

a

The shoulder occurs well below the percolation dens
1/pa .4300 fc/mm, in which the transition parametera
574610 nm is estimated from the Williams–Comstoc
model using the present media parameters and an estim
head media spacing of;80 nm.13 Substituting the relation
between bit-averaged demagnetizing field and the effec
remanent coercivityHd(D)5HCR2HCR* (D) into Eq. ~1!
and usings from the above fit,k5s/Mr50.3960.07 is ob-
tained. This experimentally derived prefactork is about 2–3
times smaller than the expected value of 1 for infinitely sh
transitions@Eq. ~1!#.

A more accurate analysis of the data may be obtained
including the finite transition width parametera574 nm in
the calculation ofHd . If the magnetization change in a tran
sition assumes an arctangent form, the magnetic field al
the center line of the recording medium may be calcula
analytically.3 Using such an analytic expression we have c
culated the demagnetizing field averaged between two ne
boring transitions and included the result in Fig. 4 as
dotted line. We note that averaging the demagnetizing fi
in a bit cell masks details of the spatially dependent dem
netizing fields and the temporal dependence of switch
processes. For example, a more elaborate model would
sider switching rates that are exponentially dependent on
total applied magnetic field.14 Since demagnetizing field
vary spatially in a bit cell, position-dependent switchin
probabilities and the nonlinear response function of the r
head would have to be taken into account in a more accu
model.

A method to measure average demagnetizing fields
longitudinal magnetic recording media has been presen
An important advantage of this method is that the magne
field amplitude is given only by the physical design of t
waveguide and the transmitted current, which may be ac
rately measured. In addition, well-defined pulses of vary
widths may be applied. On the downside, the fabrication
the samples involves several lithographic steps as well as
deposition of the recording media on top of the waveguid
restricting the method to relatively few selected cases.
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D. Pearson and helpful discussions with T. Arnoldusson.
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